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The following Part Number Matrices can be used to build your part number to assure that you are getting exactly what is 
required to fulfill your project requirements.  Each Matrix utilizes the most common configurations to make your ordering 
easier, but Vikimatic can produce custom sizes on request. Call your local Vikimatic representative for details.

Conduit PiPe Part nuMBer Matrix

Material Sizes Length Color
T Y P B Type B 0 2 5 1/4" 1 0 10' W H White
T Y P C Type C 0 5 0 1/2" 2 0 20' B L Black
T Y P D Type D 0 7 5 3/4" 4 0 40' G A Galvanized
D B 6 0 DB 60 1 0 0 1" R 1 Random 10' G R Gray
D B 1 0 DB 100 1 2 5 1 1/4" R 2 Random 20' O R Orange
D B 1 2 DB 120 1 3 8 1 3/8" R D Red
P V 2 0 PV 200 1 5 0 1 1/2" B U Blue
S C H 4 SCH40 1 7 5 1 3/4" G N Green
S C H 8 SCH80 2 0 0 2" Y L Yellow
G T 4 2 GT42 2 5 0 2 1/2" B R Brown
S B I P Black Iron Pipe 3 0 0 3" T C Terra Cotta
S G I P Galv Iron Pipe 4 0 0 4"
S B T C Black Thread & Cplg 5 0 0 5"
S G T C Galv Thread & Cplg 6 0 0 6"
S B P E Black Plain End 8 0 0 8"
S B B E Black Plain End (Bevld) 0 1 0 10"
S G P E Galv Plain End 0 1 2 12"
S G B E Galv Plain End (Bevld)
S E M T EMT
S I M C IMC
S F L S Flex Steel
S S F L Split Flanged Steel
S S C S Split Cut Steel
S S 1 4 Split 14 Guage Steel
F G S W Fiberglass STD
F G H W Fiberglass HW
F G B R Fiberglass Bullet Resist
S P C 4 Split Conduit SCH40
S P C 8 Split Conduit SCH80
S P C C Split Conduit Type C
S T G 4 Split T&G SCH40
S T G 8 Split T&G SCH80

Conduit Examples:

• SCH440020GR --- Conduit, 4” x 20’ SCH40 Gray

• SSFL40010GA --- Conduit, Split Steel, 4” x 10’ Galvanized
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HdPE MATrix

hdPe Part nuMBer Matrix

Polyethylene Matrix:

• 100SD110SSE000OR --- Innerduct, 1” SDR11 Smooth In, Smooth Out, Empty, Orange

• 125PL000CCT090WH --- Innerduct, 1 ¼” Plenum Rated Corrugated w/ #900 Tape, White

Sizes
OD Wall 

Configuration
0 2 5 1/4" S Smooth
0 5 0 1/2" R Linear Ribbed
0 7 5 3/4" W Wave Ribbed
1 0 0 1" C Corrugated
1 2 5 1 1/4"
1 5 0 1 1/2"
1 7 5 1 3/4" Preinstallation
2 0 0 2" E Empty
2 5 0 2 1/2" R Rope
3 0 0 3" T Tape
4 0 0 4" C Cable
5 0 0 5"
6 0 0 6"
8 0 0 8" Install Specs
0 1 0 10" 3 1 6 3/16"
0 1 2 12" 0 2 5 1/4"

0 3 8 3/8"
0 5 0 1/2"

Specs 1 0 0 1000#
S D SDR 1 1 3 1130#
S I SIDR 1 2 5 1250#
S T SIDR TRUE 1 8 0 1800#
S C SCH 2 5 0 2500#
C O CORRUGATED 0 0 0 Empty
P L PLENUM C I C Cable
R R RISER RATED
F L FLAME RETARDANT
F R FIRE RESISTANT Color
P C PVC CORRUGATED W H White

B L Black
G R Gray

Wall Thickness O R Orange
0 7 0 7 R D Red
0 9 0 9 B U Blue
1 1 0 11 G N Green
1 1 5 11.5 Y L Yellow
1 3 5 13.5 B R Brown
1 5 5 15.5 T C Terra Cotta
1 7 0 17 2 W 2 way Parallel
2 1 0 21 3 W 3 way Parallel
4 0 0 40
8 0 0 80 Note:
0 0 0 N/A (Corr Etc.) Colors with Stripes need

to be noted on the memo
line.

ID Wall Configuration Colors for parallel reeled
S Smooth need to be specificed on
R Linear Ribbed the memo line.
W Wave Ribbed
C Corrugated
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Material Degree Radius
T Y P B Type B 1 1 11 1/4 1 3 13"
T Y P C Type C 2 2 22 1/2 1 8 18"
T Y P D Type D 3 0 30 2 4 24"
D B 6 0 DB 60 3 6 36 3 0 30"
D B 1 0 DB 100 4 5 45 3 6 36"
D B 1 2 DB 120 9 0 90 4 8 48"
P V 2 0 PV 200 6 0 60"
S C H 4 SCH40 7 2 72"
S C H 8 SCH80 9 F 108"
G T 4 2 GT42
S B I P Black Iron Pipe
S G I P Galv Iron Pipe
S B T C Black Thread & Cplg
S G T C Galv Thread & Cplg
S B P E Black Plain End Sizes Color
S B B E Black Plain End (Bevld) 0 2 5 1/4" W H White
S G P E Galv Plain End 0 5 0 1/2" B L Black
S G B E Galv Plain End (Bevld) 0 7 5 3/4" G A Galvanized
S E M T EMT 1 0 0 1" G R Gray
S I M C IMC 1 2 5 1 1/4" O R Orange
S F L S Flex Steel 1 3 8 1 3/8" R D Red
S S F L Split Flanged Steel 1 5 0 1 1/2" B U Blue
S S C S Split Cut Steel 1 7 5 1 3/4" G N Green
S S 1 4 Split 14 Guage Steel 2 0 0 2" Y L Yellow
F G S W Fiberglass STD 2 5 0 2 1/2" B R Brown
F G H W Fiberglass HW 3 0 0 3" T C Terra Cotta
F G B R Fiberglass Bullet Resist 4 0 0 4"
S P C 4 Split Conduit SCH40 5 0 0 5"
S P C 8 Split Conduit SCH80 6 0 0 6"
S P C C Split Conduit Type C 8 0 0 8"
S T G 4 Split T&G SCH40 0 1 0 10"
S T G 8 Split T&G SCH80 0 1 2 12"

BENdS MATrix

Conduit Bends Part nuMBer Matrix

Bends Examples:

• BSCH49036200GR --- Bend, PVC SCH40, 90 Degree x 36” Radius, 2” Gray

• BSGTC4536400GA --- Bend, Steel Threaded & Coupled, 45 Degree x 36” Radius, 4” Galvanized
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FiTTiNGS MATrix

Fittings Examples:

• FSCH4200STCGR --- Fitting, SCH40 2” Stop Coupling, Gray

• FFGBR400EXJBL --- Fitting, Fiberglass Bullet Resistant, 4” Expansion Joint, Black

Conduit FittinGs Part nuMBer Matrix

Material Sizes Fittings Color
T Y P B Type B 0 2 5 1/4" S T C Stop Coupling W H White
T Y P C Type C 0 5 0 1/2" S L C Sleeve Coupling B L Black
T Y P D Type D 0 7 5 3/4" E X J Expansion Joint G A Galvanized
D B 6 0 DB 60 1 0 0 1" F M A Female Adapter G R Gray
D B 1 0 DB 100 1 2 5 1 1/4" M L A Male Adapter O R Orange
D B 1 2 DB 120 1 3 8 1 3/8" C A P Cap R D Red
P V 2 0 PV 200 1 5 0 1 1/2" E N B End Bell B U Blue
S C H 4 SCH40 1 7 5 1 3/4" G N Green
S C H 8 SCH80 2 0 0 2" Y L Yellow
G T 4 2 GT42 2 5 0 2 1/2" B R Brown
S B I P Black Iron Pipe 3 0 0 3" T C Terra Cotta
S G I P Galv Iron Pipe 4 0 0 4"
S B T C Black Thread & Cplg 5 0 0 5"
S G T C Galv Thread & Cplg 6 0 0 6"
S B P E Black Plain End 8 0 0 8"
S B B E Black Plain End (Bevld) 0 1 0 10"
S G P E Galv Plain End 0 1 2 12"
S G B E Galv Plain End (Bevld)
S E M T EMT
S I M C IMC
S F L S Flex Steel
S S F L Split Flanged Steel
S S C S Split Cut Steel
S S 1 4 Split 14 Guage Steel
F G S W Fiberglass STD
F G H W Fiberglass HW
F G B R Fiberglass Bullet Resist
S P C 4 Split Conduit SCH40
S P C 8 Split Conduit SCH80
S P C C Split Conduit Type C
S T G 4 Split T&G SCH40
S T G 8 Split T&G SCH80
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